BMP C105. STABILIZED CONSTRUCTION ENTRANCE/EXIT

INSTALL DRIVEWAY CULVERT IF THERE
IS A ROADSIDE DITCH PRESENT

4"-8" QUARRY SPALLS, 4-INCH COURSE OF ASPHALT
TREATED BASE, OR USE EXISTING PAVEMENT

GEOTEXTILE FABRIC

12" MIN. THICKNESS

symBoL: +—(E)—»

BMP C233. SILT FENCE

. JOINTS IN FILTER FABRIC SHALL BE
2" X 2" \WOOD POSTS, SPLICED AT POSTS. USE STAPLES, WIRE
SEEEEE!&NP:& RINGS OR EQUIVALENT TO ATTACH

FABRIC TO FOSTS.
2" X 2" X 14ga WIRE FABRIC OR
’ EQUIVALENT,
N IF STANDARD STRENGTH FABRIC USED

!

20" MIN. '

-l_l

,—— BURY BOTTOM OF FILTER MATERIAL
TN MINIMUNM 47 X 4" TRENCH

— POSTS 12" MIN. DEPTH

4 1
MAXIMILN

-0 MIN.

POST SPACING MAY
BE INCREASED TO &'
IF WIRE BACKING 1S

USED

FILTER FABRIC MATERIAL

BACKFILL TRENCH WITH

NATIVE SOIL OR#- 1.5"
WASHED GRAVEL

NOTE: AMGLE SILT FENCE BACK UP THE SLOPE AT THE END OF RUN.

BMP C235. WATTLES

ROLL SPACING DEPENDS ON SOIL
TYPE AND SLOPE STEEPNESS

5]

SECTION A

NOTES:

SEDIMENT, ORGANIC MATTER,
AND MATIVE SEEDS ARE
CAPTURED BEHIND THE ROLLS

ADUACENT ROLLS
SHALL TIGHTLY ASUT

1. STRAW ROLL INSTALLATION REQUIRES THE PLACEMENT AND
SECURE STAKING OF THE ROLL IN A TRENCH, 3" x 5" DEEF, DUG ON
CONTOUR.

. RUNOFF MUST NOT BE ALLOWED TO RUN UNDER OR AROUND ROLL.

TREE & VEGETATION PROTECTION TREE PROTEGTION FENGING
1. MUST BE INSTALLED PRICR TO DEMOLITION
OR GROUND DISTURBANCE
CANOPY DRIP LINE DEFINES TREE &
r WEGETATION PROTECTION AREA 2. KEEP IN PLACE FOR THE DURATION OF
CONSTRUCTION

. MO SOIL DISTURBAMCE OR ACTIVITY
ALLOWED WITHIN FEMCED AREA, SUCH AS
MATERIAL STORAGE/STOCKPILING.
PARKING, EXCAVATION, DUMPING OR
WASHING

MODIFICATIONS OF THESE REQUIREMENTS
BY APPROVAL OF THE CITY

. CUT AS FEW ROOTS AS POSSIELE. WHEN
YOU HAVE TO CUT, CUT CLEAN. PAINT CUT
ROOT ENDS WITH A WOOD DRESSING LIKE
ASPHALT BASE PAINT IF ROOTS WILL BE
EXPOSED FOR MORE THAN 24 HOURS.

. TUNNEL BENEATH ROOT SYSTEMS AS
CLOSE TO THE GENTER OF THE MAIN TRUNK.
AS POSSIBLE TO PRESERVE MOST OF THE
IMPORTANT FEEDER ROOTS.

4

M . IF TREE ROOTS HAVE BEEN EXPOSED OR

INJURED, "PRUNE" CLEANLY WITH AN
APPROPRIATE PRUNING SAW OR LOPPERS
DIRECTLY ABOVE THE DAMAGED ROOTS
AND RECOVER WITH NATIVE SOILS.

VEGETATION PROTECTION

11REE & VEGETATION FENCING ARCUND ENTIRI':I
DRIF LINE ON PERMIT SITE. ALTERNATIVE TREE
PROTECTION. IF APPROVED BY THE CITY, AS
SHOWN ON SITE PLAN

1. MINIMIZE CONSTRUGTION ZONE

2. PROTECT VEGETATION OUTSIDE
‘GONSTRUCTION ZOME WITH FENCING AS
SHOWN

SYMBOL: 4—@—)
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BMP T5.13. POST-CONSTRUCTION SOIL QUALITY AND DEPTH

SYMBOL:

®

BMP C123. PLASTIC COVERING

& MIL {MIN) CLEAR PLASTIC SHEETING

CONVEY RUNGFF TO APPROVED LOCATION

PLACE PLASTIC IN A 12-INCH
WWIDE BY 6-INCH DEEP SLOT
TREMCH AT THE TCP OF THE
‘SLOPE AND BACKFILL WITH 50IL.

PROVIDE ENERGY DISSIPATION
AT TOE WHEN NEEDED

STOCKPILES

& MIL (MIN) CLEAR PLASTIC
SHEETING

ANCHOR WEIGHTS WITH
STAKES

CONVEY RUNCFF TO
APPRCVED LOCATION

symo[___1 @

AT THE END OF PROJECT, ALL AREAS DISTURBED AND NOT COVERED WITH AN IMPERVIOUS
SURFACE MUST BE AMENDED PER THE SOIL AMENDMENT DETAIL BELOW.
¥# LABEL ALL AREAS DISTURBED AND NOT COVERED WITH AN IMPERVIOUS SURFACE,
INCORPORATED INTO A DRAINAGE FACILITY, OR ENGINEERED AS A STRUCTURAL FILL OR
SLOPE. SEE DEFINITIONS BELOW. DO NOT REFERENCE AN ALTERNATE PLAN SHEET.

# PROVIDE AN ESTIMATE OF THE VOLUME OF COMPOST REQUIRED. THE ACTUAL VOLUME OF
COMPOST REQUIRED WILL BE DETERMINED IN THE FIELD.

DEFINITIONS:

B  NON-DISTURBED AREA (ND): VEGETATED AREAS THAT WILL NOT BE SUBJECT TO LAND
DISTURBING ACTIVITY DO NOT REQUIRE SOIL AMENDMENT IF THEY ARE FENCED AND
CONTINUQUSLY PROTECTED THROUGHOUT CONSTRUCTION. THE FENCING MUST BE IN
PLACE AT THE FIRST GROUND DISTURBANCE INSPECTION. NO DISTURBANCE. INCLUDING
VEHICLE TRAFFIC OR MATERIAL STORAGE, IS ALLOWED IN THESE AREAS UNTIL FINAL
INSPECTION. LABEL THESE AREAS AS (ND) IN THE PLAN VIEW.

B SOIL AMENDMENT AREA (SA): VEGETATED OR COMPOST AREAS (TURF AND LANDSCAPE)
MUST BE AMENDED PER THE SOIL AMENDMENT DETAIL AND THE SUBSOIL MUST BE
LOOSENED. THIS INCLUDES AREAS IMPACTED BY CLEARING AND GRADING, STOCKPILING.
SITE ACCESS, PATHWAYS AND MATERIALS OR EQUIPMENT STORAGE. LABEL THESE
AREAS AS (SA) IN THE PLAN VIEW_

1. REQUIRED ON ALL AREAS SUBJECT TO CLEARING AND GRADING THAT
HAVE NOT BEEN COVERED BY AM IMPERVIOUS SURFACE. INCORPORATED
INTC A DRAINAGE FACILITY OR ENGINEERED AS STRUCTURAL FILL OR
SLOPE.

AREA @OIL naT

SYMBOL: €) ~= @ NoN T

REFERENCE B1A - Construction BMP Options

UTILIZATION OF THIS TEMPLATE IS OPTIONAL. IF ELECTED BY THE APPLICANT FOR USE, THE BMPS SHOWN ON THIS SHEET MUST BE BUILT AS
SPECIFIED HERE AND IN THE MOST RECENT DOE MANUAL. IF ANY CONFLICT EXISTS, THE DOE MANUAL SUPERCEDES.

Complete construction stormwater control BMP details are found in Volume Il of the DOE Stormwater Management Manual.

Site plan looking too crowded? Use the letters
on this page as reference instead of drawing
the BMP. Be sure to indicate location, sizing (if
applicable) use the proper symbol indicated
on each BMP.



